SPECIFICATION
SHEET

COLLECTION: ELEMENTS
PRODUCT CODE: ELW-126L-3/4-C/P

Flow Rates
(for "mixed” measurements)
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WITH WATER FLOW STRAIGHTENER MOUNTING

Yes Wall Mounted

INSTALLATION TOLERANCES PLUMBING SYSTEM SUITABILITY

min-max wall mount 55-75mm Gravity System, Pumped System, Combination Boiler,

Pressurised System
CONNECTIONS / FITTINGS

2 x 1/2" x 3/4” male 90mm straight connections 1/2”x ~ COLLECTION NAME

1/2" x 1/2" female 50mm T-piece connection Elements
SPARE PARTS FINISH
cold ceramic cartridge C-303-RTC hot ceramic cartridge Chrome
C-303-LTC

HOLES

3 Hole

tel: 01934 744466

email: sales@vado.com WHERE ]NSP[RQT[ON FLOWS

www.vado.com TAPS | SHOWERS | ACCESSORIES




SPECIFICATION
SHEET

COLLECTION: ELEMENTS
PRODUCT CODE: ELW-126L-3/4-C/P

MAXIMUM OPERATING PRESSURE
5.0Bar LP

MINIMUM OPERATING PRESSURE
0.2 Bar LP

GUARANTEE

15 Year Guarantee
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TECHNICAL
DRAWING

COLLECTION: ELEMENTS
PRODUCT CODE: ELW-126L-3/4-C/P
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